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402

3 AXIS
GIMBAL960H

BLC HIGH
RESOLUTION

750TVL

1/3” CCD

12vDC

AUTO
WHITE

BALANCE

New 960H chipset for unsurpassed picture clarity

0.001 lux @ F1.2

3-axis internal gimbal mount for easy installation on a
wall or ceiling

Automatic gain control, auto-electronic shutter, auto
white balance and backlight compensation built in

12vDC operation

Small compact design – 3 3/8” (diameter) x 2 1/8” (height)

750TVL Compact Dome
with 3.6mm Fixed Lens



CJ-2707CF

Indoor 960H Mini Dome

1/3” High Resolution 960H CCD Sensor

750 TV Lines

0.001 Lux

More than 52dB

1/60-1/100,000s

Yes

Yes

Auto

Single Scan

0.45

3.6mm Fixed

Internal

1 Vp-p / 75 ohms, BNC Connector

12vDC +/-10%

160mA

3 3/8”Dia x 2 1/8”H

Model Number

Product Description

Image Pick-Up Device

Horizontal Resolution

Minimum Illumination

S/N Ratio

Auto Electronic Shutter

Auto Gain Control

Auto White Balance

Backlight Compensation

Scanning System

Gamma Characteristic

Lens Furnished

Synchronous System

Video Output

Power Supply

Power Consumption

Dimensions

Specifications subject to change
2 1/8"

Top View

3 3/8"

3 3/8"

Side View


