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NETERA Pro: The Network Video Recorder

NETERA Pro Program?

NETERA Pro is NVR (Network Video Recording) solution supporting the 32CH+32CH screen . .
surveillance and the recording for maximum 32 CH, and it supports the perfect compatibility Operating 480 frame rate with CIF mode for all channels(16CH CIF)

with our IP Cameras, IP Video Server, PC DVR, IP Video Server, Stand Alone DVR. [E1 CPU: Intel Pentium D 930 or above
[F] RAM:512M or above

System Requirements

Operating 480 frame rate with 4CIF(D1) mode for all channels(16CH

4 CIF)
[E] CPU : Intel Core2Duo 2.4G or above
Product Features Bl RAM: 16 or sbove
E ga;' fnzo r?tcc:fznpiicrto(r:'zngg::lg;n:creen) Operating 980 frame rate with 4CIF(D1) mode for all channels(32CH
u I u
o ) ) 4 CIF)
[®] Create the unlimited recording task of maximum 32CH [E] CPU: Intel Core2Quad 3.0G or above

[E] Support for the scheduled recording

[E] Max. 1000 Site Access possible

[®] Search function for recorded data

[=] Media backup(avi.jpg) for the recorded data
[=] Remote Camera PTZ Control Function

[=] Remote Environment Setup Function

[=] Remote Playback & Backup Function

[E] 2WAY audio communication Function

[®] Up To 20TB, 40TB Backup Storage Support
[E] No Limit for Simultaneous Access by 1:N Access
[=] Remote Program Upgrade Function

=

RAM : 1G or above

Common requirements

E S EE E

HDD : 100G or above

OS : Windows 2000, Windows 2003, Windows XP

ODD : CD-RW or DVD-RW

VGA: 32MB or above, DirectX8 or above, Support 32bit 1024 X768 resolution support
(ATl recommended)

Network: 10/100 Ethernet NIC
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NETERA Pro Program Installation

1. Double click NETINSTALL.EXE file in NETERA Pro program CD. 4. Click [YES] button when license agreement dialog appears.

YWindows Media Player Codecs Setup
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o =D EsTH 4
AERIE 0 ==l S Pleaze read the following license agreement. Press the PAGE DOWHN key

to see the rest of the agreement.

Z40) | Fw v Bus SUPPLEMENTAL END 1JSER LICENSE AGREEMENT FOR ~
MICROSOFT SOFTWARE ["Supplemental ELILA") =
FMSINSTALL:

{

IMPORTANT: READ CAREFULLY - These Microzoft Corporation
["Microzoft'] operating system components, including any "anlineg'" or
electronic documentation ["05 Components''] are subject to the terms
and conditionz of the agreement under which vou have licensed the
applicable Microzoft operating system product described below [each
an "End User License Agreement’’ or "EULA"] and the terms and
conditions of this Supplemental EULa. BY INSTALLIMG, COPYING

i OF OTHERWISE USIMNG THE 05 COMPOMENTS, YOU AGREE
2. Click [Install] button. TO BE EOUWD BY THE TERMS AWD COMDITIONS OF THE
APPLICABLE OPERATING SYSTEM PRODUCT EULA AND THIS
SUPPLEMENTAL EULA. [F¥0OU DO MOT AGREE TO THESE -

Install wizard

S o
Press Install buttan to setup Do you accept all of the termg of the preceding License Agreement? | you

choose Mo, Install will claze. To install you must accept this agreement.

Yes Mo

5. Click [Next] button when Codec installation preparation dialog appears.

21 Windows Media Component Setup El

welcoms to Windows Media Component Setup,

v B

W, windows Media Setup will guide you through the process of

Tristal T ioee adding the latest in multimedia soppert to your system,

3. Click [YES] button when Codec installation dialog comes in sight.

Windows Media Player Codecs Setup

9} ‘Welcoms! This setup will install the Windows Media Player Codecs. Itis racommended you exit all other applications before
\_-/ confinuing with this install. Do you want to conlinua?

S O 20Ny
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6. Select ‘Upgrade’ and click [Next] button if the installation option dialog come into view. 8. Click [Next] button when Codec installation completion dialog is shown as follows.
ndows Media Component Setup E\ ndows Media Component Setup E|
Choose the best installation option for you from the
following list: Setup has completed,
H_'l_ & ltl, &
wins Wanlows.
& Tipgrade newsr components aniy;
" Beinstall all components,
<EZ2(E) CHS ) » EES [[oe | E PN
7. Click [Next] button when Codec selection dialog is shown as follows. 9. Click [Close] button when all program installation is completed.
::F.-l Windows Media Component Setup g|
Install wizard
The following components will be installed, To choozse not to Press Install button to setup
“ install & component, uncheck the checkbox, Install Remote Systemn
E:"- Install files preparing.
"'m. Install files preparing done.
COMBEnenty Install Windows media codec,
[AiWindows Media IS0 MPEG-4 1,1 DirectS,, | 0.2 MB Copy files start

Copy files finish

Remove Temporary files
Create start up shortcut
Create programs shortcut

Remove Temporary files done
Install Rermote Systern finished

Total disk space 0.2 MB
Space available on 16880,0 ME
Description

‘Windows Media IS0 MPEG-4 1.1 DirectShow Codec This
component must be installed for the software to function,

Close

A
S

<528 CHS (M) >

10 . Reboot windows.
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NVR-PRO SHELL Screen

= If you click this [Menu] button, following menu will be shown.

L
Menu 9 @ Start NVR Main Program.
B Start NYR @ TCP/IP Setting for your PC.
P
&8 TCPAP setting Q @ Telephone line modem setting.
(o} 8 [iodem setting 9 @ Add Printers.
E & Printer zetting 9 @ Configure the settings of Time and date.
< 73 datetime =etiing 9 @ Time synchronization settings.
o &1 Time Svnc. (7] @ Selecting the Language.
TTR =1 Select language .@ @ Exit to Windows Desktop
E 1 Shutdown :@ @ Shutdown the System.
=8  Echoot 1] @ Reboot the System.
—

@ Menu button in Shell mode.

~ Shell mode is designed to make your complicated MS Windows environment
simple & professional environment. And also it prevent Netera Pro from being
interfered by other unwanted programs.



How to Setup Time Sync

If [Time Sync] is pressed in the menu, Time sync manager will be shown as follows.

Time sync manager

.‘:I Server
@] Cient

Server host | [ 3

QEI Automatic syncronization

|every day jday |every hour ﬂ - |ever}l minutnji |U j

‘EI M anually spncronization

Remate time ‘ O
r Get time rSyncronize

[ teob | [ Mininize |

@ Server : Check this when you want to make this computer work as Time server.
@ Client : Check this when you want to make this computer work as Time Client.
@ Server host : Type the domain name or IP Address of Time server.

@ Automatic synchronization : Set the period of Auto time updating.

® Manually synchronization : Set Time sync with Time Server manually.

Get time : Get time info. from the Time Server .

@ Synchronize : Apply time synchronization using the time acquired by “Get time”.
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How to Select Language

If [Select language] is chosen in the menu, following dialog will be shown.

Select languz x|

Language |

Korean

Ok Canicel

After selecting the language preferred, press [OK] to exit.
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NETERA Pro Main Screen Releasing the Protection Mode

If you select [Start NVR] in the menu of shell mode, you will see following screen.

FTFTT —

If you select [Start NVR] in the menu of shell mode, you will see following screen.

To release the protection mode, click the button

Authenti
User Iadmin
Password I
Convert password | oK CAMCEL
Ste seup @
@ @] Releasing the protection mode

@ Registered Site 1. Insert password
@ Site Registration button. 2. The default password when the program is installed initially is “admin”.
@ For selected site, press this button to connect. 3. Click [oK] to release the protection mode.
@ Switch to PTZ Control screen and back to registered site.
@ Selection button for various screen divisions @ Change the password

@ Next page button

1. Insert password.
@ Channel rotation button

2. The default password when the program is installed initially is “admin”.

@ Full screen button 3. Click [Convert password] to change the password.
@ Multi-View button when Dual monitors are used.
@ Button for Audio calls with registered site.

4. Insert the password to use

@ Program access control button _ 5. Click [ok] to change the password.

@ System status

@ Switch to the screen for searching the recorded video. Hew passord
@ Switch to the screen for managing the real-time recording task Repest froo

@: Switch to the screen for event monitoring and management

oK CANCEL
@: Exit the program




Site Registration

Site setup Press this button to register IP camera and setup its environments.

—

Site hame: P

| Part |Chan...|

Site name . ‘
IP .

Product type “AMEHA d
User id ‘ Add .
Password ‘ De\ete‘]

detail setup‘,

Add selected sited [ S

sarch I camle‘J

hame | addiess mac |

connection mods

Close ‘

Type the name of the site to register.

Type the IP address of the site (Domain name can be inserted)
Select the type of the device to register.

Type the ID.

Type the password.

Can insert the details according to the type of the device
Register the site.

Delete the site selected on the lis@

Show the registered site.

Search for the IP cameras within the same network.
Show the searched IP camera list.

Register the searched IP camera.

OOONNGNNANGS
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@] General Registration

1)  Type site name in @
2)  Type IP address in @
3)  Select type of Device in 3®
4) Type ID and Password. IP CAMERA in this Example
5) Press “Detail Setup” button to setup details.
6)  You will see the Detail setup dialog shown left hand side..
Site name I P | Port |Chan
Site name
IP
User id I
Password I_ Wbel B
Avuto detection
Contral port |777? Default
Wideo part IW
Audio port lT??S—
)
- Mike port 7780 Default

Close ‘

7) After typing the web port in the dialog, press the “Auto Detection” button,

then you can load the other port information.
8) Close the dialog.

9) Register the site by pressing [Add] button in @.

@ Registration after searching

Search IP camiea Click this button to search the devices within the network.
- Click this button to register the multiple devices at the same time
Add selected sites . ] . ) .
after selecting the devices which you wish to register.
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Connecting a Slte = How to connect to a site : 1

Select this button to connect to the site. 1. Select the group registered in the Group Combo Box

Connection manage X 2. Click [OK] to connect.

- [ [125.175.221.13] 125,178 Jrest = s | ddete | new |
EA[125.178.221.135] 175178 =
[ [testo1] 125,178,221 228 Add | Site name IF | CH | Camera name | &

= C][125.178.221.135] 125,178 . 125,178, 125178221138 |  125.178.221.138
= [ (sken1] 125.178.221 138

- [l211.62.96.6] 211.62.98.6 Delete all

1
2
3
4
- [J[211.62.96.7] 211 62.96.7 g
&
7
g

=] How to connect to a site: 2

B [J[192.165.1.93] 192.168.1.¢

Drag & Drop connection
To connect a site or a group, you may drag and drop
that to screen.

El

Up 10

11

Dy 17

13
14
15
16
17
18
19

11 > i | EIE
QK | CAMNCEL |

@] Registration

1. After pressing [New] button, type Group name.
2. Select a group name in the list
3. Click [Add] to register after checking the site or camera of the site which you wish to register.

4. Click [Save] button to save the group.
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Part 2

Monitoring Function

1. Monitoring Screen

2. Dual Monitor Function

3. PTZ Control function
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2. Screen Division button

: Select desired division of screen.

Monitoring Screen

U880 8 B8 6 8 E

To start Monitoring function, press [MAIN VIEW] button.

1Ch 4Ch 6Ch 8Ch 9ch 10Ch 13Ch 16Ch 25Ch 33Ch

1CH 4CH 6CH 8CH 9CH 10CH  13CH 16CH 25CH 33CH

site list

> sie

3. Next Page button

:This shifts screen to the next page of view in the current division screen mode.

4. Rotation button

Rotate

:This makes the sequential monitoring available with the combination of the registered site.

| ¥ Enable rotation test v save | Dpelete | newrotation
e Index | channels | Divison | tnterval | =]
[][125.176.221,135] 125 178 ————— 1 Lehannels  LDIY 5 sec
| - [ testo1] 125.178.221. 276 Delete z Lehannels 1DV 13sec
[[125.178.221.135] 125.17¢ Deleteal
[Olsit=011125.178.221 138
[C(211.62.96.6] 211.62.96.6
Olz11.62.96.71 211.62.96.7
[[192.168.1.93] 192, 168,10
» - 7 B3
@' © c ‘;J e & _ nerval |13 =] secondis)
aach | Nee Rome Rl W et Lok Ste sewp |
| owisen |t ~] bivision
r
Main view Playback Record | Index | Sitename | camers | -
ot |
1. Screen Description
. ] 2
Site name =~ ——e Seoul ®— Live view s
LIVE Office

Camera name —01

[@ Rotation registration

. Press [New rotation] button to register the rotation monitoring.

. Check [Enable rotation]. When disabled, it will switch to the general mode.

. Check the site or cameras in the site which you wish to do rotation monitoring.
. Check [Interval] and [Division].

. Press [add] to register.

. Repeat task 3~5 to register the rotation monitoring.

. Click [save].

. Click [ok] to proceed with the rotation monitoring.

Resoluton ——@ €F

O~NOO U~ WN =



5. Full Screen button

: Switch to the full screen.

6. Audio Calls

Talk manager

Connect
Disconnect
Disconnect all

Close I

@ How to do the Audio Calls

1. Check the site which you desire to do the
Audio Calls.

2. Try the connection by clicking [Connect] .
3. The icon will show that if it is connected.
4. Connect the Microphone to talk.

5. When disconnecting, check the site, then
click [Disconnect] or [Disconnect all].
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7. System Status

: It shows the simple system status.

@ Show the current time.

@ Alert if there is any event detected.

@ Show the network connection status.
@ Show the status of the audio calls.

@ Show the usage of the CPU.

@ Show the status of the recording task.
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Dual Monitor View
2. Function Button

To start Dual monitor function, click this button

<
[E] Next page : Move to the next page in the current screen division mode.

[El Rotation : Switch to the rotation monitoring mode.

[E Full : Change to Full screen mode

Full

[E] Quick Connection : Monitor the sites in real-time. [RE7EE

[E Quit : Close the multi view. .

Quick
connection

: Select desired screen division mode

OB 8BS E B ES

1Ch 4Ch 6Ch 8Ch 9Ch 10Ch 13Ch 16Ch 25Ch  33Ch



PTZ Control Function
Start PTZ Control by pressing this [PTZ] button

; P.T.Z Control

Direction control

Jog control
Speed
Zoom
Focus
IRIS
Audio
Volume

— e ol
spl3 500

- :_erl

Q

2 +
O ~.-':;|Iumf_QI]

|‘~1o® Del@ Sa-«-@

Preset

Preset Move
Set Preset
Delete Preset

SRS ECHCORCEONONGRORONCORNC)
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: Control the direction of the PTZ camera (up, down, left,
right, diagonal)

: Jog Control (up, down, left, right, diagonal)
: Adjust Speed(Fast/Slow)

: Adjust Zoom (In/Out)

: Adjust Focus (Far/Near)

: Adjust IRIS (Open/Close)

: Control the Audio(Mute)

: Control the volume

: Select Preset Control

: Move to Preset Selected

: Set Current view as Preset number Selected
: Delete Preset number Selected



Site Setup/control function

Select the site from the site list, then click the right button
of the mouse to perform the site control.

@ Setup the site remotely.
@ Control the selected site remotely.

Site Control
Digital input (] | @“.“‘ "
Digital output ( 2 | 0 . . .

Motion detection @& | (CONL) (M
Motion tracking @ | @

Close |

Show the status of the Digital in (Sensor).

Show the status of the Digital out(Relay). When button is
clicked, the device will be On/Off

Show the status of the motion detection mode, and when button
is clicked, the mode will be On/Off.

Setup the motion detection area.

Show the motion tracking mode. When button is clicked, mode
will be On/Off. If the tracking mode is On, Motion detection
mode is automatically Off.

NETERA Pro: The Network Video Recorder

Motion area setup

Mntinn area setup .
=

- =| T

T === r 2 5| = =

—i— |- | y— - = | A
—] - - - AlaT=

| —lb
N
B

Sensitivity ‘; I\|I—II ‘ Clear I ‘ Save | Close

Show the current screen.

Show the area of the motion detection. It can be set by dragging
the mouse.

Set the sensitivity of the motion detection.

Clear the current motion detection area.

Save the setting of the motion detection area and the sensitivity
of the motion detection.



Part 3

Search Function

1. Search Screen

2. Panorama Search Function

3. Media Backup Function
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Search Screen
2. DATE Selection

Start search function by pressing this button : Select desired date

Move to the monthly calendar

There is the recorded data when the box is blue.

3. Time Table

Connect @

Panorama_ | Media Backup

Hour Scale

Minute Scale

Playback

Currently playing time .

1. Screen Description

‘Blug,'vF{“ecorded data by continuous recording
Site name * Z:::; P2y I'Gréy: Recorded data with audio
Cgmera nam ) c i Violet: Recorded data by Motion detection events.
Recording type =~ ——@

m Baby Blue: Recorded data by Alarm Sensor events.

Resolution ——@ CIF  2007/06/26  12:32:54 ®— Recording time

Recording date



4. Function buttons

n Backward Playback
“ Stop Playback

u Forward Playback

. Move backward by 1 Frame

. Move forward by 1 Frame

Playback speed control

Audio volume control
Volume: 10

NETERA Pro: The Network Video Recorder

Searching

1. Select the site from the list.

Click the button to search and connect.

2. Select the date which you want to search from the time table

- 2

u Play the button to play the video.
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Panorama Search Media Backup Function

Start Panorama Search by pressing this button. Start backup by pressing this button

FEJEE | R File Name Bz
Ve CH_01_20070621124806._00000,jpg 42
M CH.01_20070621124602.001, avi 207
Search
[- Channel Date Haour Minute
i) £ | — -
Slow Fast
‘1"}“".....
~Captur
Q Avi Caputer I I Audia ‘ ‘; ‘
1 - Min Capture
File Deletel Falder Backupl CD Backup |
202 Kbytes
Current channel is playing back in the frame by frame manner. ?wl ! =P Close

@ Channel, Date & Time selection: Select channel, date, time to backup
@ AVI Capture : Backup using AVI format.

® JPG Capture : Backup using JPG format.

@ Backup File area : Temporary file for backup

® File removal : Remove recorded file

® Folder Backup : Backup temporary files to specified folder in HDD.

@ CD Backup : Backup temporary files to CD-RW Drive



Part 4

Record Function

1. Record Screen

2. Task Registration




Record Screen
Start Record Screen by pressing this [RECORD] button

Status

Operation

Playback Record

@ Task : Registered Task list

@ New Record : Register New Task

(® Update Record: Update the Record

@ Delete Record : Delete the selected Task

(® Record Status : Recording Status of the selected Task
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Task Registration

If you click this button, Task Registration dialog will come into view.

Record setup

foene @————1— After type your Task name, click [NEXT] button.
Tt e =
==

Stolit Selctedste

After selecting the sites in the list, press [Add] button
— to add this to Selected site list. For next step, press
[NEXT] button.
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For continuous recording, check “CONTINUOUS”
in the Event..

By dragging mouse pointer, paint dark CYAN color
to decide desired time and day for the continuous
recording.

For Alarm Sensor Event Recording, check “SENSOR”
in the Events.

By dragging mouse pointer, paint RED color on
the table to decide desired time and day for the
alarm sensor event recording.

For Motion Detection recording, check “MOTION”
in the Event..

By dragging mouse pointer, paint YELLOW color
on the table to decide desired time and day for
the Motion Detection Event recording.
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O senisor

]

z
zzzzzzz=z%
zzzxz===2

zzzzzz=2z2%

ok | we o | cmen

If you select “SENSOR or Motion”, video will be
- recorded when there are sensor activation or Motion
detected.

— By dragging mouse pointer, paint ORANGE color
on the table to decide desired time band and
days for the Sensor or Motion Event recording.

Alocated spacn nfo

o Statne | g ine.

Delete o8

o
sk Tota Space(6) [ Used space(c) |

] sekcodorve

= mmE

13703 (68)

15.504 a8)

Todsese e
Uedspre oo
e o
Mocedos [
L e

—  Select disk to record

— By considering Creatable VDB Count, decide the
VDB count to be created. Then, press [OK]

button to finish.




Part 5

Event Function

1. Event Screen

2. Monitoring Task Registration
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Event Screen Monitoring Task Registration

m Start Event Monitoring by pressing this [EVENT] button New If you click this button, Registration dialog will come into view.

i T
Surveillance status [|Event surveillance
Task name Jrestos

Select site | [zs170.221.130 |

- OmoTion
- camera #01

=] SENSOR:
[ sensor #01

Select schedule =-0Oal -
-] 00:00:00~00:59:59
- [0 01:00:00~01:5%:5%
- [0 02:00:00~02:5%:59
[J03:00:00~03:59:59
[ 04:00:00~04:59:59
[J05:00:00~05:59:59
[ 06:00:00~08:59:59
07:00:00~407:59:59

-] 08:00:00~08:59:59 =

| Select operation ™ Play sourd Click, warv = LI
[ Popup camera Camera #01 d

¥ Woveptzpresst  [125170.221.155  x||camera#0l x|[preset#t 7|

[ control Djo [1es1m8.221135  xl[relayeor x|
Main view Playback Record
oK Cancel I

@ Registered Even Monitoring Task list
@ Type the task name in [Task name]

@ Register New Task (2 Select the site to monitor in [Select site]
3 Check the event to monitor on the selected site
® Update the Task @ Check the schedule in [Select schedule] for monitoring

(® Check the action when the event is triggered in [Select operation]

® [Select operation-Play sound] plays the sound when the event is triggered.

@ [Select operation-Popup camera] pop-ups the camera selected when the event
is triggered.

[Select operation-Move ptz preset] moves the selected camera to the preset
position when the event is triggered.

@ List of the all events © [Select operation-Control D/Q] triggers the Digital Out.

@ Delete the selected Task
(® Status of the Event Monitoring Task
® Log of the Event Monitoring Task



